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SPECIFICATION TABLE:-

BASIC DIMENSIONS:-

Connection TypePlug TypeSr. No.

ORDERING CODE:-

Code

DIN PLUG

SNV24.02.06

24.02.06

24.02.06

YSB

SBP

0EP M 2 20 V

18.0 (C.D.)

12.00

10.00.
80 -0.4

+0.0

Flat Plug
30.009.60

+0.4
-0.2

ME-2/PF-VFlat Plug
3P + Eb ME-3/PF-V
2P + Ea1

Flat Plug

30
.0

0

15 m ohms max.3 Contact Resistance (Initial) 

H.V.Break Down Test (For 1-Minute)

Insulation Resistance At 100 V DC

(b) Rubber Gasket

With/Without Load

(d) Mounting Screw

Reference Standard10

Permissible Temp.8

9 Material.

7 Terminals 

(a) Body

Connector Mounting

5

6

4

M.S , Zinc Plating With Blue passivation 

Solder Type

100 M ohms min.

2 KV AC

Screw Mounting

PARAMETERSR.NO.

Connector Type

V/A Rating 2

1

SPECIFICATION

Solenoid Connector Style A, Square Type

10 A 250 VAC

Silicone 

Nylon-6, GF, V2  

-40°C to 120°C

DIN-43650, ISO 4400, EN-175301-803

Compliance Marking 11

Approvals12
VDE

RoHS

COMPLIANT,

(c) Terminals / Contacts Brass, Tin Plated

ME-2/PF-V & ME-3/PF-V
(Approved Series)


